DiabloSport

Revision update instructions for Predator

Note: You MUST restore the stock tune to the vehicle prior to updating the revision of ANY Predator.

Required items:

USB to serial cable / 12v 1 amp power supply (2.5x5.5mm tip, center is positive)

1. First step is to download the latest version of the DSDownloader software from the appropriate downloads page of our website. (support/downloads/select your part number/you will be directed to the appropriate downloads page)
2. Once you have completed the installation of the DSDownloader, open it up from your desktop.
3. If using a USB to serial cable, make sure you have installed the driver for the cable so it can be recognized by the PC. (The driver will be on a CD that should be included in the package with the cable). If you did not receive a driver, there are several drivers available for download from the forum section of our website under General Support.
4. Connect the USB to serial cable from the Predator to the PC, and power the Predator up (either using a 12v 1 amp power supply or by plugging it in to the vehicles OBDII port if you are using a laptop in the vehicle).
5. The first thing you see on the DSDownloader screen is set up instructions. Most newer Predators will be auto-detected by the DSDownloader once the tool is connected and powered up. If your tool does not auto-detect, you can click the link to set up the configuration of your specific Predator.
6. At this point you are ready to update the tool. Go to www.diablosport.com and click support/downloads/and select your Predator part number. Download the latest revision update from this page and save it to your PC somewhere that will be easy to find later. (desktop is simplest).
7. Now, with the DSDownloader opened and connected to your Predator, click the ‘Send CROM file to Predator’ button.
8. You will get a ‘firmware file to download’ window. Browse to your desktop (or wherever you saved the crom file) and select the file, and click open.
9. You will get a message to ‘please power cycle tool to continue’. This means you need to unplug the Predator from the 12v and plug it right back in.
10. At this point you will see a message that say ‘tool is ready, do you wish to download firmware?’ Click yes, and the download will start automatically.
11. Once the download is complete, you will see the new revision displayed across the main menu on the Predator, you may unplug the tool and tune the vehicle.
